
ROTACOD 
アブソリュート・多回転エンコーダ 

シリーズ 
 
 
 
 
 
• Miniature optical multi turn encoder 
• Resolution up to 524288 cpr (19 bit) x 4096 turns (12 bit) 
• High degree of protection, IP67 
• Cable output or M12 inline plug 

 
 

AMC36 AM36 

 
 
 
 
 
 
 
 

環 境 的 仕 様 
Shock:                                       100 g, 6 ms 
Vibrations:                                 10 g, 5-2000 Hz 
Protection:                              IP67, IP65 shaft side 
Operating temperature range:                   -25°C +85°C (-13°F +185°F) 
Storage temperature range: -40°C +100°C (-40°F +212°F) 

(98% R.H.without condensation) 
Option: • Operating temperature range: -40°C + 100°C (-40°F +212°F) 

 
機 械 的 仕 様 

Dimensions:                                  see drawing 
Shaft diameter:                                  Ø 6 mm 
Hollow shaft diameter:                               Ø 6 mm 
Shaft loading (axial, radial):                             20 N max. 
Shaft rotational speed:                              6000 rpm 
Starting torque (at 20°C):                              0,1 Ncm 
Bearings life:                                   109 rev. min. 
Electrical connections:                M12 inline plug or cable output 1 m (3.3 ft) 
Weight:                                  ~ 100 g (3,5 oz) 
Option: • additional cable 

 
電 気 的 仕 様 

65536 cpr x 4096 turns, 524288 cpr x 4096 turns 
± 0,01° @ 16 bit resolution 

SSI (RS422), clock rate < 4 MHz 
BiSS-C, clock rate < 10 MHz 

Gray, Binary 
> 100 kHz 

+5V±5%, +10Vdc +30Vdc 
0,5 W 

against inversion of polarity and short-circuit 
electro-magnetic immunity, according to EN 61000-4-2 

EN 61000-4-4 
> 100.000 h min. 

• Counting direction (input) 
• Zero setting/Preset (input) 

 
 
corodal, UNI EN AW-6082 

ABEC 5        PAN: 
stainless steel, non magnetic, UNI EN 4305 EM12F8: 

 
 
Specifications subject to changes without prior notice

ACCESSORIES 
flexible couplings

M12 8 pin mating connector 

AM36 • AMC36 

Resolution: 
Accuracy: 
Output circuits: 
 
Output code: 
Counting frequency: 
Power supply: 
Power consumption: 
Protection: 
EMC: 
 
Optoelectronic life: 
Functions: 
 
 
 
 
Flange: 
Housing: 
Bearings:  
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• 

• 小型光学式多回転エンコーダ 
• 最高分解能： 524288 cpr (19 ビット) x 4096 turns (12 ビット) 
• 高度耐環境性： IP67 準拠 
• ケーブル出力又は M12 インラインプラグ付 
 

ショック:   100 g, 6 ms 
振動:    10 g, 5-2000 Hz 
保護規格:   IP67, IP65 シャフト側のみ 
操作温度範囲:   -25°C～ +85°C 
保存温度範囲: -40°C ～+100°C 

(相対湿度 98% 、県津呂無き事) 
オプション: • Operating temperature range: -40°C + 100°C 
 

外形寸法:  図面参照 
シャフト径:     Ø 6 mm 
中空シャフト径:    Ø 6 mm 
シャフト荷重 (軸, 半径方向):    最高 20 N 
シャフト回転速度:    6000 rpm 
始動トルク (＠ 20°C):    0,1 Ncm 
ベアリング寿命:    最短 109 回転 
電気結線:     M12 インラインプラグ又はケーブル 1 m 
重量:   ~ 100 g 
オプション: • 追加ケーブル 
 

分解能 65536 cpr x 4096 回転, 524288 cpr x 4096 回転 
精度 ± 0,01° @ 16 ビット分解能 
出力回路 SSI (RS422), クロックレート < 4 MHz 

BiSS-C, クロックレート < 10 MHz 
出力コード Gray, Binary 
計数周波数 > 100 kHz 
電源 +5V±5%, +10Vdc～ +30Vdc 
電力消費 0,5 W 
保護回路 極性反転防止及び短絡防止回路 
EMC 電磁気耐性、EN 61000-4-2規格準拠 

EN 61000-4-4 
光電素子寿命 > 100.000 h 
機能 ・計数方向 

・ゼロセット/プリセット（入力） 
 

フランジ 耐腐食材、UNI EN AW-6082規格適合 
ハウジング 耐腐食材、UNI EN AW-6082規格適合 
ベアリング ABEC 5 
シャフト 非磁性 SUS、UNI EN 4305規格適合 
 

PAN: フレキシブルカップリング 
EM12F8: 
 

M12 8対コネクター 

 
仕様は予告なしに変更される場合がります。 

 
〒171-0022 東京都豊島区南池袋 3-18-35 

OK ビル 2 階 
Tel: 03-5924-6750 Fax:03-5924-6751 
E-mail: sales@technology-l.com  
URL: http://www.technology-link.jp 
 

材 質 

アクセサリー 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Order code 
 
 
 
 
 
 
 
A RESOLUTIONS B OUTPUT 
16/4096 = 65536 cpr x 4096 turns BG1 = SSI, Binary MSB aligned, +5Vdc ±5% 
19/4096 = 524288 cpr x 4096 turns BG2 = SSI, Binary MSB aligned, +10+30Vdc 

GG1 = SSI, Gray MSB aligned, +5Vdc ±5% 
GG2 = SSI, Gray MSB aligned, +10+30Vdc 
SC1 = BiSS-C, +5Vdc ±5% 
SC2 = BiSS-C, +10+30Vdc 

www.lika.biz
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E CONNECTIONS 

L1 =ケーブル出力1 m 
L2 =ケーブル出力2 m 
Lx =ケーブル出力x m 
M0,5=0,5 mケーブル+M12 8ピンインラインプラグ

M2 =2 m ケーブル+M12 8 ピンインラインプラグ            

F 特別仕様 
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C SHAFT DIAMETER 

6 = 6 mm 
 
D OPERATING TEMP. RANGE 

- = -25°C +85°C (-13°F +185°F) std.
K = -40°C +100°C (-40°F +212°F) 

AM36 
AMC36 
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発注コード 

分解能 出力 シャフト径 

操作温度範囲 

電気結線 


