
IP 保護規格 
技術情報 
 
 
 
IP -International Protection- code as defined in the international standard IEC 60529 
clas-sifies the degrees of protection from solid objects and accidental contacts as well as 
from liquids provided by the enclosures of the electrical equipment. 
The protection rate is defined by the IP abbreviation followed by a two-digit number. 
The first digit indicates the level of protection of the enclosure against particles and solid 
objects; while the second digit indicates the level of protection against liquids. 
IP ratings are summarized in the tables below. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The IP69K protection rate is not defined in the international standard IEC 60529 but in the 
German standard DIN 40050-9 which was originally intended to concern the road vehicles 
and nowadays is generally and widely considered as an integration of the IEC 60529 rating 
system. The IP69K protection rate applies to equipment able to withstand high-pressure and 
high-temperature wash down and even steam cleaning applications. 
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IP69K 
 
 
 
NEMA規定及び IP評価チャート  

IP -国際保護規格- コードに基づく国際標準会議の標準規格 IEC 

60529 にて、固形物からの保護及び不慮の接触時の保護、また、液体

等の混入から、電子機器を保護するための等級が示されています。 

T 保護の程度は 2桁の数値により短縮化されて規定させれています。 

第 1桁は微粒子及び固形物に対する保護等級を示し、第 2桁で、液体

に対する保護の程度を示しています。IP 基準について、以下の表に

要約してお知らせします。 

IP69K 保護等級は国際標準 IEC 60529 では規定がありませんが、ドイツ工

業標準規格  DIN 40050-9 にて、当初は路上車両に関して規定され、今日で

は IEC 60529 規格等級に含まれることが広く一般的に認知されています。 

IP69K 保護等級は高圧及び高温洗浄や水蒸気洗浄の応用に耐え得る等級とし

て適応されます。 

米国電気製造業者協会もまた、IP 等級と同様の保護等級規格を公表していま

す。しかし、これは IP コードでの対象にはない規定、例えば腐食耐性など

も含まれています。 IP コード領域を満足、或は超えていれば、対応する NEMA

等級でも適応していると考えられます。しかし、密閉度等に関しては IP コ

ードで NEMA の規格は満足できません。つまり IP コードは追加の要求がで

きません。以下のテーブルに最小限の NEMA 等級が示してありますが、これ

は該当する IP コードを満足する或は超えても、IP 規格がそのまま NEMA に適

応されません。 

IP 第 1 桁 

固形物に対する保護 

IP 第 2 桁 

液体に対する保護 

0 保護なし 0 保護なし 

1 50mm 以上の固形物に対する保護 1 垂直に垂れてくる水に対する保護 

2 12mm 以上の固形物に対する保護 2 15°傾斜で、垂直に垂れてくる水

に対する保護 

3 2.5mm 以上の固形物に対する保護 3 60°傾斜で、水しぶきに対する 

保護 

4 1mm 以上の固形物に対する保護 4 すべての角度にて、噴射水に対す

る保護 

5 ダスト（埃）の制限付き混入から

の保護 
5 すべての角度にて、ジェット噴射

水に対する保護 

6 埃に対する完全防塵保護 6 すべての角度にて、強力なジェッ

ト噴射水に対する保護 

  7 150～1,000 mm 深度までの水浸に

対する保護 

  8 連続水浸に対する保護 
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NEMA 密閉度規格 IP コード 

1 IP10 

2 IP11 

3 IP54 

3R IP14 

3S IP54 

4 IP66 

4X IP66 

5 IP52 

6 IP67 

6P IP67 

12 及び12K IP52 

13 IP54 

 


